WARNING

DO NOT CUT OR DAMAGE
HEATIZON "TUFF CABLE" OR
ITS INSULATOR IN ANY WAY

BRICK, STONE, OR CONCRETE PAVER
SAND BED- MiN. 1" THICK

\ %' MIN,

HEATIZON "TUFF CABLE"e
YAPOR BARRIER -
KHEAT%ZON #NI11S OR NI 117

R
\ ¥ 5
ISIOIPIEINIIIBIOIOTEISI#TNINISINIOINI ﬂ

=== =]

=

19301 ¥ IOZPISINIHIEIOIOTINIRINIOINISIOLITOTIIOTE

==

flE=lE=]

1]

1] = H—I 11—

COMPACTED FILL OR GRANULAR BASE

SM-3 BRICK, STONE OR
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WARNING!

DO NOT CUT OR DAMAGE
HEATIZON "TUFF CABLE" OR
TS INSULATOR IN ANY WAY

BUTT SPLICE CONNECTION
W/HEATSHRINK
COLD LEAD SERVICE LOOF FOR _
FUTURE ISOLATION OF AREA’S. "TUFF CABLE"

E210 BS CONNECTION-

IN CONCRETE 5LAB ——~———~\
= Pd

— {78 ~

:EDGE OF CONCRETE

10" MAX.

1
EXFANSION/CONTROL OR v at————————1 ()’ M A ————————]
OTHER JOINT
PLAN
NOTE:
"TUFF CABLE" SHALL NOT EXTEND
THROUGH EXPANSION, CONTROL,
OR OTHER JOINTS. "JUMPER" TO BE
USED AT ALL JOINTS.
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WARNING!!

DO NOT CUT OR DAMAGE
HEATIZON "TUFF CABLE" OR
ITS INSULATOR IN ANY WAY

CONCRETE SLAB

SAND BED- MiN. 1" THICK

HEATIZON "TUFF CABLE"

VAFPOR BARRIER -
RHEATEZON ENITS OR NI 117

COMPACTED FILL OR GRANULAR BASE

DRAWING NO.

SM-3

TUFF CABLE IN SAND BED UNDER

DRAWING NO.:
JNL

CONCRETE SLAB

DATE:
FEB. 2003

HEATIZON SYSTEMS

advanced floor heating/ snowand ice removal systems

4403 SOUTH 500 WEST, MURRAY, UTAH 84123 PH (801)293-1232 FAX (801 293-30677




WARNING!!

DO NOT CUT OR DAMAGE
HEATIZON "TUFF CABLE" OR
ITS INSULATOR IN ANY WAY

6XoX4 GA. WWF RECOMMENDED.
FOLD TO CONFIGURATION OF STAIR

TREAD AND RISER , ‘ .
HEATIZON "TUFF CABLE"e1%" TO 2" BELOW ' Z =

SURFACE OF CONCRETE L AR [ N |
\ b S

—— 112"
o

SPACING OF TUFF CABLE
VARIES BASED ON HEAT
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E210 BS JOINT CONNECTION
REQ.'D WHEN EXTENDING
SYSTEM INTO SLAB

PROTECTIVE DEVICE TO
PREVENT CONCRETE
ENCASEMENT. NOTE:

PROTECTIVE DEVICE SHOULD

e
.

A

CONCRETE STAIR SLAB

RIGID INSULATION - RS MIN.
RECOMMENDED - OR EQUIVALENT

SUPPORT CHAIRS OR DOBIES

E210 BS CONNECTION
JOINT \
COLD LEAD \

pa -

"TUFF CABLE"
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NOT EXTEND INTO CONCRETE | SAND BED
SLABS w/ELEY. DIFFERENTIALS -RECOMMENDED
prawmro:|  TUFF CABLE IN CONCRETE DRAVNEY:
SM-6 |STAIR SLAB & SLABS w/ ELEVATION —
DIFFERENTIALS MAR. 2004
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